TRH 45 ~
SOLID FUEL ROOM HEATER

 TRIANCO

USER AND INSTALLATION
INSTRUCTIONS

To be retained by householder



HEALTH AND SAFETY

INFORMATION FOR THE INSTALLER AND SERVICE ENGINEERS

Under the Consumer Protection Act 1987 and the Health and Safety at Work Act 1974, it is a
requirement to provide information on substances hazardous to health (COSHH Regulations
1988).

The Company takes every reasonable care to ensure that these products are designed and con-
structed to meet these general safety requirements, when properly used and installed.

To fulfil this requirement products are comprehensively tested and examined before despatch.
This appliance may contain some of the items below.

When working on the appliance it is the Users/Engineers responsibility to ensure that any neces-
sary personal protective clothing or equipment is worn appropriate to parts that could be consid-
ered as being hazardous to health and safety. ’

INSULATION AND SEALS

Glass Rope, Mineral Wool, Insulation Pads, Ceramic Fibre, Glass Insulation.

May be harmful if inhaled. May be irritating to the skin, eyes, nose or throat. When handling avoid
inhalation and contact with eyes. Use (disposable) gloves, face masks and eye protection.

After handling wash hands and other exposed parts. When disposing, reduce dust with water
spray, ensure parts are securely wrapped.

GLUES, SEALANTS & PAINT

Glues, Sealants and Paints are used in the product and present no known hazards when used in
the manner for which they are intended.
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Overnight burning W |

If fire goes out open idling air disc to slightly increase
burning rate. See Fig. 1.

Refuelling

1.
2.

Do not allow the fire to burn too fow before refuelling.

With door closed, clear ash from grate by inserting
tool in end of shaker bar and operate sharply up and
down.

Add fuel to the level of the front fire-bars, sioping it
upwards towards the back of the fire-box.

Firmly latch the fire-door.

































